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DEGMEDA offers traditional wood charring solutions and are professionals of an
antique Japanese technique – wood preservation with fire.

“We bring a piece of history to our modern life.”

ABOUT US



CLADDING

FENCE

DECKING

INTERIOR

As there is a huge trend of 
naturalness for interior solutions, 

charred wood cladding is perfect for 
those who are looking for something 

exceptional and unique.

Yakisugi wood charring technique has
been widely used in ancient Japanese
temple building and is now perfectly

adaptable for building your home
decking.

The fence is the first element of your
home, that is left behind when going 
out and that greets you coming back. 

Make sure you are surrounded by 
cosiness and natural beauty. 

Open the door for the ancient wood
treating technology brought to your 

home. Leave the boring interior 
solutions for someone else – renew 
your home with charred wood decor.

SERVICES



We truly care about the 
quality of our services, thus, 

we strive to constantly 
improve our skills and are 
not afraid to take part in 

more complex projects and 
always seek for exceptional 

design solutions.

We ensure our wood‘s 
legitimacy, starting with 

tree planting till final 
product.

Sustainability

After wood is charred it 
becomes highly resistant 
to environmental factors, 
such as fire, water, pests 

and decay.

Quality

During the wood charring 
process all the natural 
colours and patterns of 
the wood are intensified 

and made richer.

Great look

Simple and easy 
installation system, 

low efforts of 
maintenance, long 

life wood. 

Easy installation and care

Proudly made in Europe.

BENEFITS



The key benefits of ULTRA fire retardant:

• Suitable for commercial, industrial and 

domestic use

• Clear and tinted formula available

• Ensures highest fire retardancy class

• Protects against UV, harsh weather 

conditions, fungi and mold

• Suitable for various different interior and 

exterior surfaces

• Indoor Air Comfort GOLD® -certified

• Euro class: B-s1,d0 (EN13501-1)

• BREEAM, LEED and M1 compliant

• pH neutral, non toxic product, emits low 

VOC levels

Let’s get things straight –
we take the safety of our 

wood charring and 
preservation

solutions very seriously.

SAFETY  F IRST

Our recommendation

We offer market leading 
certified fire retardant 
application service for 

additional cost.



Corporate social responsibility and 
sustainability are more than just fancy 
words. Consumers and societies expect 

businesses to be part of the solution when 
it comes to environmental and social 

issues. We are proud of being a part of 
F o r e s t  S t e w a r d s h i p  C o u n c i l™ . 

We care.

SUSTAINABIL ITYSUSTAINABIL ITY



DEEP CHAR Accoya®

DARK GREY Accoya®

DARK BROWN Accoya® AMBER Accoya®DARK BLACK Accoya®

LIGHT GREY Accoya® RED AMBER Accoya®

OUR PRODUCTSOUR PRODUCTS



DEEP CHAR Larch

DARK GREY Larch

DARK BROWN Larch AMBER LarchDARK BLACK Larch

LIGHT GREY Larch RED AMBER Larch

Maumedis terasai

OUR PRODUCTSOUR PRODUCTS



DEEP CHAR Spruce

DARK GREY Spruce

DARK BROWN Spruce AMBER SpruceDARK BLACK Spruce

LIGHT GREY Spruce RED AMBER Spruce

DARK BLACK Eglė

OUR PRODUCTSOUR PRODUCTS



CE - EN14915:2013 

Degmeda’s CE certified products.

The CE mark i ng i s t he manu f a c t u r e r ’s dec l a ra t i on

tha t t he p roduc t mee t s t he r equ i r emen t s o f t he

app l i c ab l e EC d i r e c t i ve s .

Profile Wood
Dimensions 

(mm)
Treatment Oiled Colour

Fire retardant 
class

Certificate No

UYS10/UYS Larch 20x145 Non brushed Yes Various C-s1,d0 2358-CPR-0267

UYS10/UYS Larch 20x145 Brushed Yes Various E 2358-CPR-0267

UYS10
Nordic 
Spruce

Various Non brushed Yes Various To be confirmed In process

UYS10
Nordic 
Spruce

Various Brushed Yes Dark Black E 2358-CPR-0267

UYS10 Pine Various
Brushed / 

non brushed
Yes Various To be confirmed In process

*PRICES ARE VAT EXCLUDED.



Wood Height
(mm)

Width
(mm)

Face cover
(mm)

Length
(mm)

Shadow gap 
(mm)

Accoya®

22

22

120

145

110

135

2400-4800

2400-4800

10

10

22

22

120

145

120

145

2400-4800

2400-4800

N/A

N/A

Larch

20

20

120

145

100-105

125-130

2000-6000

2000-6000

5; 10

5; 10

20

20

120

145

120

145

2000-6000

2000-6000

N/A

N/A

Nordic 
Spruce

18-20

18-20

120

145

110

135

3000-6000

3000-6000

10

10

18-20

18-20

18-20

95

120

145

95

120

145

3000-6000

3000-6000

3000-6000

N/A

N/A

N/A

Pine 20 145 135 3000-6000 10

Cladding, Grade: A, AB

UYS10

PAR

DIMENSIONSDIMENSIONS

PAR

UYS10

PAR

UYS

UYS10

DIMENSIONS BEFORE TREATMENT 



Larch Decking
Grade: AB

Height
(mm)

Width
(mm)

Face cover
(mm)

Length 
(mm)

28 140 140 3000; 4000; 6000
PAR

DIMENSIONS

Height
(mm)

Width
(mm)

Face cover
(mm)

Length 
(mm)

28 120 120 6000

Nordic Pine Decking
Grade: AB

PAR

Beam
Wood

Height
(mm)

Width
(mm)

Length 
(mm)

Charred Spruce or Pine 45 From 45 to 245* 3000; 6000

Charred Larch 45 From 45 to 170* 3000; 4000; 6000

Outer corner Wood
Height
(mm)

Width
(mm)

Length 
(mm)

Charred Spruce or Pine 45 x 45 8 3000

Charred Larch 45 x 45 8 3000

* Inquire for details.

DIMENSIONS



CLADDING FIXING RECOMMENDATIONINSTALLATION GUIDE

DEGMEDA charred wood is installed in a similar way to 
any other timber cladding.

It should be fixed to treated battens set at 500 mm or 
600 mm centres with a membrane behind the battens, as 

shown.



CLADDING FIXING RECOMMENDATIONINSTALLATION GUIDE

Seasonal Installation 

Timber cladding will naturally contract in the dry, hot conditions 
of summer and expand in the rain of winter.

Fix the boards tight to one another in wet, winter conditions when 
the timber might be moist and prone to shrinkage.

In hot weather when the timber is very dry leave a small 
expansion gap to allow for timber expansion.

HorizontalVertical

Diagonal

Cladding mounting 

Industry Standard allows a 10 mm overlap for expansion and contraction 
for timber cladding. However DEGMEDA allows a full 20 mm overlap 

enabling your joiner to fit the boards according to the current moisture 
conditions. 



CLADDING FIXING RECOMMENDATIONSCREWS

Screwing distance.
2 screws every 500-600 mm.

Screw size. 
42 mm screw length for 20 mm board.

Screwing depth. 
Make sure screw head line is correct.  

Screws. 
Stainless steel screws ONLY.

Fixing

DEGMEDA should be face 

screwed without allowing the 

screw head to penetrate the 

charred surface. We supply 

marine grade stainless steel 

screws for this purpose, with 

small black heads to give an 

almost invisible fix. You will 

need to use 2 screws per 

fixing point (~40 screws per 

m2). The length of these 

screws will be dictated by the 

depth of the battens you are 

fixing to.



CLADDING FIXING RECOMMENDATIONOUTER CORNERS

Corner Mouldings 

We offer 90-degree charred corner mouldings which 
should be used as a cover strip over the cladding at 
corners. We also supply various PAR (square-edged) 

boards for use around doors, windows, facia etc.



MAINTENANCE

Important notice: please feel free to contact us for any advice before carrying 
out maintenance work.

Ca r i ng  f o r  c ha r r ed  wood .
If you wish to clean your charred wood fence, cladding or decking use 
plain water and soft brush. If necessary use soapy water, preferably of 
the ecological variety.   

Re -o i l i n g  cha r r ed  wood . 
Re-oiling is recommended for each project individually. 
The south side of the building might need more frequent re-oiling 
- every 5-10 years. 



Oficjalny dystrybutor:

+48 664 520 280

biuro@degmeda.eu

www.degmeda.eu/pl

Śledź nas

KONTAKT

http://www.degmeda.eu/pl
mailto:biuro@degmeda.eu
https://www.facebook.com/DegmedaPL/
https://www.instagram.com/degmeda/
https://www.linkedin.com/company/degmeda-uab/
https://www.pinterest.com/degmeda/

